
kgf/cm� ঑୷ҕӝ঑력
Air Pressure

���� 5�� 6��� ���� ੹੢
OWerall
length볼ࣻ

Ball count
모델

.oEel 
kgf kN kgf kN kgf kN kgf kN

1 ABL-38D-1B-100 64 0.6� 7� 0.78 �5 0.�3 111 1.� 100

� ABL-38D-�B-150 1�7 1.�5 15� 1.56 191 1.87 ��� �.18 150

3 ABL-38D-3B-�00 191 1.87 �38 �.34 �86 �.8 334 3.�7 �00

4 ABL-38D-4B-�50 �54 �.4� 318 3.11 381 3.74 445 4.36 �50

5 ABL-38D-5B-300 318 3.11 3�7 3.8� 477 4.67 556 5.45 300

6 ABL-38D-6B-350 381 3.74 477 4.67 57� 5.6 667 6.54 350

7 ABL-38D-7B-400 445 4.36 556 5.45 667 6.54 778 7.63 400

8 ABL-38D-8B-450 508 4.�8 635 6.�3 763 7.47 8�0 8.7� 450

9 ABL-38D-�B-500 57� 5.6 715 7.01 858 8.41 1001 �.81 500

10 ABL-38D-10B-550 635 6.�3 7�4 7.78 �53 �.34 111� 10.� 550

kgf/cm� ঑୷ҕӝ঑력
Air Pressure

���� 5�� 6��� ���� ੹੢
OWerall
length볼ࣻ

Ball count
모델

.oEel 
kgf kN kgf kN kgf kN kgf kN

1 ABL-50D-1B-100 110 1.08 137 1.34 165 1.61 1�� 1.88 100

� ABL-50D-�B-150 ��0 �.15 �74 �.6� 3�� 3.�3 384 3.77 150

3 ABL-50D-3B-�00 3�� 3.�3 41� 4.03 4�4 4.84 576 5.65 �00

4 ABL-50D-4B-�50 43� 4.3 54� 5.38 65� 6.46 76� 7.53 �50

5 ABL-50D-5B-300 54� 5.38 686 6.7� 8�3 8.07 961 �.41 300

6 ABL-50D-6B-350 65� 6.46 8�3 8.07 988 �.68 1153 11.3 350

7 ABL-50D-7B-400 76� 7.53 961 �.41 1153 11.3 1345 13.� 400

8 ABL-50D-8B-450 878 8.61 10�8 10.8 1318 1�.� 1537 15.1 450

9 ABL-508D-�B-500 988 �.68 1�35 1�.1 148� 14 5 17�� 16.� 500

10 ABL-50D-10B-550 10�8 10.8 137� 13.4 1647 16.1 1��1 18.8 550

-  강력ೠ 상승 능력: 1구(ball) 1�5 ׼kgf 지지. (5kgf/cm� 기준)

-  별도의 장치 없이 솔레노이드 밸브의 ON/OFF 만으로 

 강제 상승/하강 작동.

-  제품의 보호를 위해 아세탈 볼로도 변경 가능.

-  원하는 상승 능력에 따라 볼의 개수를 연장.

 (이송할 제품의 밸런스 고려해 대칭/분할 지지 권장)
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■  에어 볼 리프터 제품용도  ㅣ  The 6sage of Ail Ball Lifter

- 프레스의 Әഋ Ү୓ 시, 상승된 볼ਸ ా해 

 Әഋਸ 지지하고 세޻하ѱ 세౴ 가능.

- Ӓ߆에 이송/조݀라ੋ 등 중ޛ۝의 이송 등에도 적합.

■  에어 볼 리프터 제품특징  ㅣ  Features of Air Ball Lifter

-  지지할 중۝에 ݏ는 사용঑력 준수.

 (권장঑력: 5kgf/cm� 이상)

-  제품 설치 ੹단에 에어 ೙터 사용 권장.

-  볼이 360�로 ഥ੹하므로 উ੹ਸ 위해 ߈드시

 가이드라ੋ/উ੹߷ 설치.

-  표에 기੤된 상승 능력 하중਷ �정지상태� ੌ ٸ의 

 지지 가능 중۝입니다.

■  에어 볼 리프터 주의사항  ㅣ  Precautions of Air Ball Lifter

-  During die change of the press, the raised balls support the die, 

 enabling precise positioning and fine adKustment.

-  Also suitable for transferring heavy loads such as in transfer or assembly lines.

-  )igh lifting capacity : Supports up to 1�5 kgf per ball (at 5 kgf/cm͋).

-  Simple operation : Forced lifting/lowering controlled by

 ON/OFF of a solenoid valve, with no additional devices reRuired.

-  Product protection : Acetal balls are available as an option to help prevent damage.

-  Scalable capacity : The number of balls can be increased

 according to the reRuired lifting capacity.

 (Symmetrical or distributed support is recommended, considering load balance.)

-  Use the appropriate operating pressure according to the load to be supported.  

 (Recommended pressure: 5 kgf/cm͋ or higher.)

-  It is recommended to install an air filter upstream of the product.

-  Since the ball rotates 360�, be sure to install

 guide rails or safety barriers for safety.

-  The lifting capacity listed in the table indicates the allowable load

 in a stationary condition.

■  ABL-��D 제품사양 ߂ ஖ࣻ ㅣ ABL-��D Specification � Dimension

■  ABL-5�D 제품사양 ߂ ஖ࣻ ㅣ ABL-5�D Specification � Dimension

�  볼리프터 제품਷ 최대 볼 수 �0개 ө지 가능합니다. 제품 적용 시 ԙ ޙ의 해઱세ਃ.         

� ABL38D 제품중࢑ ۝정ߨߑ > ABL38D-1B-100 중۝(A) : 400g  /  ؛ݽ별 중۝ � (A) � ��0g (୶가غ는 볼 1구׼)

�  The Bolifter product supports up to a maYimum of �0 balls. Please be sure to contact us when applying the product.

� ABL38D Product 8eight Calculation .ethod > ABL38D-1B-100 8eight (A) : 400g  /  8eight by model � (A) � ��0g (for each additional ball unit)

�  볼리프터 제품਷ 최대 볼 수 �0개 ө지 가능합니다. 제품 적용 시 ԙ ޙ의 해઱세ਃ. 

� ABL50D 제품중࢑ ۝정ߨߨߑ > ABL50D-1B-100 중۝(A) : 750g  /  ؛ݽ별 중۝ � (B) � 440g (୶가غ는 볼 1구׼)

�  The Bolifter product supports up to a maYimum of �0 balls. Please be sure to contact us when applying the product.

� ABL50D Product 8eight Calculation .ethod > ABL50D-1B-100 8eight (A) : 750g  /  8eight by model � (A) � 440g (for each additional ball unit)

-  ABL-��D  /  ABL-5�D  -

ABL SE3IES
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모델
Model

볼규격 
Ball size

inch (mm)

무게 
Weight

(kg)

상승 능력 Lifting capacity
kgf/cm2 (kN)

5kgf/cm2 6kgf/cm2

ABL-38S 5/8'(15.875) 0.23 40(0.39) 48(0.47)

ABL-50S 1"(25.4) 0.5 68(0.67) 82(0.80)

이송 및 공급기기  >  AIR BALL LIFTER

-  싱글타입의 경우, 원하는 위치에 개별적으로 설치 가능.

[단, 싱글타입의 상승 능력 : ABL-38S : 40kgf / ABL-50S : 65kgf (5kgf/m2 기준)]

-  별도의 장치 없이 솔레노이드 밸브의 ON/OFF 만으로 강제 상승/하강 작동.

-   제품의 보호를 위해 아세탈 볼로도 변경 가능.

-  원하는 상승 능력에 따라 볼의 개수를 연장.

 (이송할 제품의 밸런스 고려해 대칭/분할 지지 권장)

 * 제품 사이 배관 길이 1m 이내.

-  If you want to set the single type, it can be placed individually.

 [ABL-38S : 40kgf / ABL-50S : 65kgf (5kgf/cm2)]

-  Up/down operation with simple installation of solenoid valves.

-  Available changing Polyvinyl Acetal ball For protecting your product.

-  Available to add the number of balls you want.

 (Please Consider your product balancing and weight division. 

 * air line between the lifters is within 1m.

■  사양 ㅣ Specification

■  적용사례 ㅣ Applications

■  외형도 ㅣ Outline Drawing

■  에어 볼 리프터 제품특징  ㅣ  Features of Air Ball Lifter

■  적용시 주의 사항 (ABL-D 타입도 해당)  ㅣ  Precautions of Air Ball Lifter

-  볼리프터의 사용 목적이 정지 상태에서의 단순 지지에 있지 않으므로 

 최대 하중으로 설계 시 볼베어링의 공차, 조도에 따른 마찰저항 등에 의해 

 내구성이 현저히 저하될 수 있습니다. 

 따라서, ABL-38D 시리즈는 표기된 하중의 50% 이하, 

 ABL-50D 시리즈는 표기 된 하중의 70% 이하를 기준으로 

 설계를 권장합니다.

-  Since the purpose of the air ballifter is not simple support

 in a stationary state, its durability may be significantly reduced by

 the tolerances of the ball bearing, the friction resistance

 of the illumination, etc. during the design at full load.

 Therefore, it is recommended that the ABL-38D series be designed

 based on less than 50% of the load stated and 70%

 of the load stated for the ABL-50D series.

SINGLE TYPE
AIR BALL LIFTER
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